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Technical specifications
Classification .........................................................Class 1 type B
Supply voltage ............................................................100–240 V
Maximum power ..............................................................850 VA
X-ray tube ...........................................................TOSHIBA D-041
Frequency ..................................................................50/60 Hz
Focal spot .................................................................... 0.4 mm
Total filtration ................................................>1.5 mm Al @ 70 kV
Leakage radiation ................................................. < 0.25 mGy / h
Cooling duty cycle for 1 s ..................................................... 32 s
Technology ..................................................... High frequency DC
Maximum anode current ......................................................7 mA
X-ray tube voltage.................................................... 60/65/70 kV
Maximum exposure time ........................................................ 2 s
Compatibility ............................. Film, phosphor plate, digital sensor
Weight .......................................................................... 23 kg
Configuration ................................... Wall mounting top and bottom
Timer ................................................... Microprocessor controlled

Accessories
Circular cone Ø 60 mm ..................................20 cm (8’’) or 30 cm (12’’)
Rectangular cone 45 x 36 mm .............................................20 cm (8’’)
Arm extension ............................................... 0.40 m, 0.80 m, 1.10 m
SOPIX Inside ................................................................Size 1, Size 2
Adaptable mounting wall plate
Remote exposure switch

The X-Mind™ Unity can accommodate any operatory configuration. 3 arm lengths are available: 0.40 m, 0.80 m, 1.10 m and can be top or bottom mounted.
With its adaptable wall plate, it is easy to replace an older generator with the X-Mind™ Unity without having to do additional drilling on the wall.

Manufactured in compliance with currently applicable regulations and standards (EC Directive 93/42/EEC and sub-segment amendment).
IEC 60601-2-65 imposes for each x-ray generator furnished with a digital sensor to use a square cone.



Fluid and stable

Ergonomic and Easy
Quality Design
ACTEON® has developed X-Mind™ Unity with:
��8QFRPSURPLVLQJ�GHVLJQ
��6XSHULRU�PDWHULDOV
��8QLTXH�WHFKQRORJLFDO�DGYDQWDJHV

SOPIX Inside
SOPIX Inside HQDEOHV�LQWHJUDWLRQ�ZLWKRXW�DQ\�YLVLEOH�FDEOHV�
SOPIX Inside�FRQQHFWV�HIIRUWOHVVO\�WR�WKH�X-Mind Unity.

<RX�FDQ�VLQJOH�KDQGHGO\�SRVLWLRQ�DQG�VWDELOL]H�X-Mind Unity�
$GMXVWPHQW�RI�WKH�X-Mind Unity�LV�HIIRUWOHVV�
7KH�DQWL�YLEUDWLRQ�DQG�DQWL�PRYHPHQW�PHFKDQLVP�HQVXUHV�GULIW�IUHH�
SRVLWLRQLQJ�GXULQJ�DQ�H[SRVXUH�

MEMORY FUNCTION�0RGLI\�WKH
SUH�SURJUDPPHG�H[SRVXUH�WLPHV
WR�DGDSW�WR�WKH�VSHFLILFDWLRQV�RI

\RXU�VHQVRU�RU�ILOP

EXPOSURE PARAMETERS
DUH�DGMXVWHG�DFFRUGLQJ�WR�WKH�W\SH
RI�WRRWK����LQFLVRU��SUHPRODU��PRODU�

CLEAR AND LARGE LCD SCREEN
WR�HDVLO\�VHH�WKH�PDLQ�SDUDPHWHUV

'LVSOD\V�THE PARAMETERS N9��P$�
W\SH�RI�ILOP�DQG�$&(�VHOHFWLRQ
�SOPIX Inside�

THE DOSE IS DISPLAYED
ZKHQ�VLPXOWDQHRXVO\�SUHVVLQJ
WKH�EXWWRQV�´²µ�DQG�´�µ

6HOHFW�WKH�PATIENT MORPHOLOGY
DGXOW�RU�FKLOG

SELECT THE EXAM TYPE
RFFOXVDO�RU�ELWHZLQJ

:LWK�SDWHQWHG�ACE Technology��RYHU�H[SRVHG�LPDJHV�DUH�HOLPLQDWHG�
5HJDUGOHVV�RI�WKH�DPRXQW�RI�UDGLDWLRQ�HPLWWHG�E\�WKH�JHQHUDWRU��WKH�SOPIX Inside�VHQVRU�RQO\�XVHV�WKH�RSWLPDO�GRVH�
UHTXLUHG�IRU�D�TXDOLW\�LPDJH�
7KLV�WHFKQRORJ\�DSSOLHG�WR�X-Mind Unity allows the SOPIX Inside�VHQVRU�WR�VWDUW�DQG�VWRS�WKH�JHQHUDWRU�DYRLGLQJ�DOO�ULVN�
RI�RYHU�H[SRVLQJ�WKH�LPDJH�ZKLFK�HOLPLQDWHV�XQQHFHVVDU\�UHWDNHV�RI�DFTXLVLWLRQV��7KH�SDWLHQW�RQO\�UHFHLYHV�WKH�
QHFHVVDU\�DQG�DGDSWHG�GRVH�WR�WKHLU�GHQWDO�PRUSKRORJ\��%RWK�VWDII�DQG�SDWLHQW�DUH�QRZ�SURWHFWHG�IURP�XQQHFHVVDU\�
UDGLDWLRQ�H[SRVXUH�

Reduction and Traceabilty of Patient Exposure

Traceability
7KH�GRVH�UHFHLYHG�E\�WKH�SDWLHQW�DIWHU�HDFK�H[SRVXUH
DSSHDUV�RQ�WKH�WLPHU·V�VFUHHQ�
With SOPIX Inside��WKLV�GRVH�LV�DOVR�UHFRUGHG�LQ�WKH�SDWLHQW·V
ILOH�LQ�SOPRO® Imaging�HQVXULQJ�SHUPDQHQW�WUDFHDELOLW\�
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Sharp and contrasted images
The X-Mind Unity�KDV�D�����PP�IRFDO�VSRW�
6HYHUDO�FRQILJXUDEOH�UDGLRORJLFDO�VHWWLQJV�
��9ROWDJH���������DQG����N9�
��&XUUHQW��IURP���WR���P$�
7KHVH�SDUDPHWHUV�HQVXUH�D�VKDUS�DQG�FRQWUDVWHG�LPDJH�
ZLWK�GHILQHG�FRQWRXUV

;�5D\�$�����PP ;�0LQG�����PP


